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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

A. The following provides contractor questions regarding the specifications contained in the
Statement of Work in Section C of the Request for Proposal and the Government’ s answers:

Q1. What is the drum capacity of each winch drum?
A1l. Paragraph 6d indicates 1,000 ft of 1-1/4 inch diameter wire rope.

Q2. What is the required size of the gypsy head--length, diameter—(considering the requirement
for 5 wraps of 4 in. circumference rope)?

A2. Typica commercia size suitable for minimum 5 wraps of 4 inch circumference rope.

Q3. Amendment 003 is not exactly clear. #2 States that it is desirable that the overall height be
minimized. Then it goes on to say that the operators station can be no higher than 4'6" above the
highest component.

A3. The word “above’ is not used. Operators “station” is not used.

Q4. #3 Then says that the control platform shall be at a height no greater than 46" from the
highest component. Does the platform have to be above the highest component? If not then what
height is acceptable from deck level?

A4. No, it is lower.
Q5. What can the overall height of the highest component be from deck level?

Ab5. Distance from the deck to the operator platform plus 4'6". There may be some confusion
since the operators platform (para 2 amend 0003) is aso called control platform (para 3 amend
0003) and the word distance should be used is some places instead of height.

Q6. Paragraph 2i. Due to the fleet angle requirements the drum should be narrowed to ensure
proper spooling. In order to accommodate 1,000 feet of line and the additional 6 inches of
diameter, we estimate a flange diameter of 58-1/2 inches or aimost 5 feet. Isthe 4 foot 6 inch
maximum height requirement or proper spooling a more important priority in arriving at the
winch design?

A6. Resolution provided in Amendment 0003.
Q7. Paragraph 3b The requirement of the wire rope parting before all other components exceeds

the specified braking force of the service and band brakes. The specification does not require a
pawl brake but refersto a pawl in testing. Is a pawl! brake required for the drums? Gypsy?
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A7. True. Paragraph 3b. only discusses foundation requirements. Paragraph 6 discusses drum
assembly components, and identifies some as (if used) since various configurations are possible
to meet the requirements. A pawl assembly is required. Pawl assembly requirements are
included in paragraph 6a and 6b. Gypsy requirements are provided in 7. No brake is specified.

Q8. Paragraph 4b The engine requirements exclude the sea water pump accessory. |s seawater
an option for cooling the diesel? Do you have in mind an air-cooled or radiator cooled diesel?

A8. Seawater is not available for cooling the diesel. The engine could be radiator cooled.

Q9. Paragraph 4h2. The ambient temperature specifications require operations at 120 degrees F.
Fuel must be delivered at 100 degrees F. Do you have any particular cooling options in mind if
not an air-cooled heat exchanger?

A9. Air-cooled heat exchanger is definitely a viable option.

Q10. Paragraph 4j. Can you confirm the availability of seawater as an option for insulating the
exhaust manifold?

A10.Since sea water is not available, jacket water would have to be used for insulating the
exhaust manifold. Many engines use jacket water cooled exhaust manifold(s).

Q11. Paragraph 4n. Alarmsfor low lube oil pressure are specified. It is XXX’s preference to
include an automatic shutdown capability to minimize the potential for engine damage caused by
the delay of the operator reacting to the alarm and actually shutting down the engine. Does
NSWC have any preferences on the matter?

A1l. My preference is an alarm instead of automatic shut down. What would happen if aload is
being lifted and the engine is shut down automatically due to low lube oil pressure? An aarm
would give the operator the option of continuing with the operation until it is safe to shut down
the engine or shutting down the engine immediately.

Q12. Paragraph 40. How is the airborne noise figure of 84 dB arrived at?

A12. Thisisthe Navy's maximum allowable limit that would require no hearing protection. Just
beyond this, single protection is required.

Q13. Paragraph 4q. Isacite available for the RFI/EMI commercial standard? If not, how is this
requirement to be measured and tested?

A13. We currently do not have the commercia standards. Use Mil-STD-461E for guidance or
commercia standards if available. If the engineis equipped with electronic fuel injection and
control system, Mil-STD-461E tests CE102, CS101, CS114, CS116, CE101, RE102, RS101,
RS103 (18,000 MHZ) would be applicable.
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B. Under Section C, “DESCRIPTION/SPEC/WORK STATEMENT”, the following changes are
hereby made:

1. Change Paragraph 2.i asfollows: Eliminate the 2nd sentence. Change the third sentence to
read "It is desirable for the overall height to be minimized, however, the distance from the
operator's platform (stand) to the highest component shall not be greater than 4 ft 6 in.”

2. Change Paragraph 8b as follows: Add a new sentence to paragraph 8b:

"The operator shall be provided an operator's platform (stand) to stand on during operation at the
control station. The operator's platform (stand) shall be at a distance no greater than 4 ft 6 in.
below the highest component.”



